
FEATURES

STANDARD PANEL LENGTHS

STANDARD PANEL WIDTHS

COATING

TESTING

NOTES

AVAILABLE COLORS

STANDING SEAM

25mm (1") MECHANICALLY SEAMED

Manufactured in Moncton, NB
www.atlanticrollforming.com

AutoCAD SHX Text
- Ease of installation Ease of installation - No exposed fasteners No exposed fasteners - Concealed hold down clips Concealed hold down clips - Option to form on site for long lengths Option to form on site for long lengths 

AutoCAD SHX Text
-	Variable lengths availableVariable lengths available

AutoCAD SHX Text
- 368mm (14  ") to 413 mm (16  ") coverage available368mm (14  ") to 413 mm (16  ") coverage available12") to 413 mm (16  ") coverage available14") coverage available

AutoCAD SHX Text
- AZ 165M ASTM Standard A7G2 AZ 165M ASTM Standard A7G2 - Z 275M ASTM Standard A653Z 275M ASTM Standard A653

AutoCAD SHX Text
-	Available in 24ga, 25ga, 26gaAvailable in 24ga, 25ga, 26ga

AutoCAD SHX Text
-	Uplift Test: ASTM E1592 (FW Panel)Uplift Test: ASTM E1592 (FW Panel)

AutoCAD SHX Text
-	Variety of colors availableVariety of colors available

AutoCAD SHX Text
25 mm (1")

AutoCAD SHX Text
PAINT SIDE


